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A B S T R A C T

The fluid flow hydrodynamics and forced convective heat transfer in porous Cu samples manufactured by the
Lost Carbonate Sintering process, with pore size 425–710 μm and porosities 0.6–0.8, have been investigated
experimentally. Pressure drop and heat transfer coefficient were measured for pore-based Reynolds numbers in
the range of 0.5–380. Five flow regimes, namely pre-Darcy, transition to Darcy, Darcy, transition to non-Darcy
and non-Darcy, were identified. The Reynolds numbers for the flow regime boundaries increased nearly linearly
with porosity. The permeability of the porous Cu samples increased and the form drag coefficient decreased with
increasing porosity. Both the friction factor and the heat transfer coefficient depended strongly on the flow rate.
The relationship between Nusselt number and Reynolds number showed three sections, with each section fitting
well with the correlation =Nu C ReT

n with different CT and n values. The value of n was largely independent of
porosity, except at the lowest porosity. The flow regimes had a strong effect on the heat transfer performance.
The three sections of the Nusselt number vs Reynolds number curves broadly corresponded to the pre-Darcy,
Darcy and non-Darcy regimes.

1. Introduction

Open cell porous metals show excellent heat transfer performance
under forced convection conditions due to their large specific surface
area and good fluid flow permeability (Ashby et al., 2000; Goodall and
Mortensen, 2014; Thewsey and Zhao, 2008). They are regarded as
potential candidates for use in active cooling devices for high-rate heat
dissipation, especially when conventional passive cooling techniques
are inadequate (Hetsroni et al., 2006). Pressure drop and heat transfer
coefficient are two key parameters for their use as heat exchangers
(Diani et al., 2015; Nie et al., 2017). Therefore, understanding the re-
lationships between fluid flow hydrodynamics and heat transfer in
porous metals under forced convection is of great significance for the
development of new generation compact heat exchangers.

The relationship between pressure drop and flow velocity in porous
media was firstly correlated by Darcy (Bejan, 2013) based on experi-
mental observations. He found that the cross-sectional averaged velo-
city through a column of porous medium is proportional to the pressure
drop along the porous material and inversely proportional to the visc-
osity of the working fluid. Darcy's law is normally expressed as follows:

=P
L

µ
K

V (1)

where ΔP is the pressure drop, L is the length of the sample, μ is the
viscosity of the fluid, K is the permeability of the porous medium, and V
is the Darcian velocity, which is the volumetric flow rate of the fluid
divided by the cross-sectional area.

Unfortunately, Darcy's law is only applicable to very slow moving
flows in a quite narrow Reynolds number range. Deviation from the
Darcy law is observed when the Reynolds number exceeds a certain
value depending on the porous medium's structure and characteristic
length, due to the effects of inertial force. Forchheimer
(Forchheimer, 1901) reasoned that as the flow velocity increases, form
drag becomes more prevalent. He extended Darcy's law and suggested a
nonlinear relationship between the pressure drop and fluid velocity to
account for the form drag effect after the Darcy regime:

= +P
L

µ
K

V CV 2
(2)

where ρ is the density of the working fluid and C is the form drag
coefficient.

Dybbs and Edwards (Dybbs and Edwards, 1984) suggested a more
detailed division of the flow into Darcy, inertial flow, unsteady laminar
flow and turbulent flow regimes. Bear (Bear, 1972) pointed out the
existence of a pre-Darcy flow regime at the extremely low Reynolds
number range. It is now widely accepted that fluid flow in porous media
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can be divided into four regimes: pre-Darcy, Darcy, Forchheimer and
turbulent (Fand et al., 1987; Kececioglu and Jiang, 1994). The For-
chheimer and turbulent regimes are often jointly termed as non-Darcy
regime because the Forchheimer equation is applicable to both regimes.

The different flow behaviours in the porous media in different flow
regimes can make a great difference on the heat transfer performance
(Lu et al., 2018). The Darcy regime is characteristic of steady laminar
flow dominated by the viscous force. The heat is transferred from the
near wall region to the non-near wall regions in the liquid phase
through heat conduction, which is less efficient. In the Forchheimer
regime, the interaction between the fluid flow and the uneven wall
results in more efficient fluid mixing in the boundary layer (Dybbs and
Edwards, 1984), although flow is still laminar. In the turbulent regime,
velocity distribution across the pore/channel becomes more uniform
because of the development of eddies and vortices, and so does the
temperature in the liquid phase. The uniformly dispersed heat in the
liquid phase leads to a greater temperature difference between the solid
and liquid, which can greatly enhance the heat transfer performance.

The relationship between convective heat transfer coefficient and
flow velocity in porous media is usually expressed in the form of em-
pirical correlations between Nusselt (Nu) and Reynolds (Re) numbers.
The majority of the models developed to date, e.g., by Wakao et al.
(Wakao et al., 1979) and Hwang and Chao (Hwang and Chao, 1994),
are for convective heat transfer in packed beds in the form of

= +Nu C C Ren
1 2 (3)

where C1, C2 and n are parameters with either constant (Wakao et al.,
1979) or variable (Hwang and Chao, 1994) values. This correlation
works well at high Re or for fully developed flow but underestimates the
heat transfer coefficient in other regimes.

Hunt and Tien (Hunt and Tien, 1988) experimentally investigated
the forced convective heat transfer in a fibrous metal foam in the non-
Darcy flow regime and showed that Nu was directly proportional to
either the channel length based Re or the permeability based Re and
that Nu depends on the porosity, pore size and thermal conductivity of
the porous sample. Calmidi and Mahajan (Calmidi and Mahajan, 2000)
showed that Nu in high porosity (0.89–0.97) metal foams correlated
well with pore size based Re as follows

=Nu C ReT
n (4)

where CT and n are empirical constants, varying in different Re ranges.
The porous media involved in the previous studies are largely lim-

ited to packed beds and granular porous media with porosities in the
range of 0.3 – 0.5 (Fand et al., 1987; Kececioglu and Jiang, 1994) or
metal foams consisting of inter-connected dodecahedral-like cells with
porosities higher than 0.85 (Boomsma and Poulikakos, 2002;

Dukhan et al., 2014). Very little research has been conducted on con-
vective heat transfer in porous metals manufactured by space holder
methods, which have an intermediate porosity range of 0.5 - 0.8. In
addition, the Nu-Re relations investigated so far are limited to the non-
Darcy flow regimes. A study covering all flow regimes is necessary.

The Lost Carbonate Sintering (LCS) process (Zhao et al., 2005) is
one of the space holder methods used to manufacturing porous metals
with highly controllable structures, including porosity, pore size, and
pore shape (Zhao and Zhang, 2008). The as-manufactured porous
copper can increase the convective heat transfer coefficient by 2–3
times compared with an empty channel (Xiao and Zhao, 2013;
Zhang et al., 2009). A recent study on the fluid flow in transparent
porous glass samples mimicking the porous structures of typical porous
metals manufactured by space holder methods, by micro-particle image
velocimetry (μ-PIV), has demonstrated the existence of laminar, tran-
sitional and turbulent flows and identified the flow regimes as pre-
Darcy, Darcy, Forchheimer and turbulent (Lu et al., 2018).

In this study, we investigated the fluid flow hydrodynamics and heat
transfer performance in porous copper samples with a series of poros-
ities, manufactured by the LCS process. We identified the flow regimes
and the corresponding Re ranges and correlated the friction factor with
Re. We further measured the convective heat transfer coefficients in a
wide Re range and established the relationship between Nu and Re in
different flow regimes. The work provides some insightful under-
standing of the effect of flow regimes on convective heat transfer in
porous media with intermediate porosities, especially porous metals
manufactured by space holder methods.

2. Experimental

2.1. Preparation of porous copper samples

Five porous copper samples, with porosities of 0.64, 0.66, 0.71, 0.75
and 0.78, were fabricated by the LCS process (Zhao et al., 2005). The
raw materials used in fabricating the samples were a commercially pure
Cu powder (Ecka Granules Metal Powder Ltd, UK) with a mean particle
size of 70 μm and a food grade K2CO3 powder (E&E Ltd, Australia) with
a particle size range of 425 – 710 μm. The Cu and K2CO3 powders were
mixed at a pre-specified volume ratio according to the target porosity
and then compacted into a preform under a pressure of 200MPa. The
preform was first sintered at 800 °C for 30 min to form preliminary
bonding between the Cu particles and then sintered at 950 °C for 2 h to
decompose the K2CO3 particles and form complete bonding between
the Cu particles. The sample was cooled to room temperature, resulting
in an open-cell porous Cu sample with a pore size of 425 – 710 μm and a
fixed porosity. The dimensions of the samples for the pressure drop and

Nomenclature

A cross-sectional area of the sample (m2)
C form drag coefficient (m)
C1, C2, CT constants
D average pore size (m)
d distance (m)
F form drag coefficient
f friction factor
h heat transfer coefficient (kW/m2 K)
J heat flux (W)
K permeability (m2)
kCu thermal conductivity of copper (W/m K)
kf thermal conductivity of water (W/m K)
L length of sample (m)
Lc length of channel (m)
Nu Nusselt number

n exponent
Re Reynolds number
ReTD onset of transition to Darcy regime
ReD onset of Darcy regime
ReTN onset of transition to non-Darcy regime
ReN onset of non-Darcy regime
Tb temperature of copper bar, bottom (K)
Tt temperature of copper bar, top (K)
Tin temperature of inlet water (K)
Tout temperature of outlet water(K)
V Darcian velocity (m/s)

Greek symbols

ΔP pressure drop (kPa)
μ fluid viscosity (Pa s)
ρ fluid density (kg/m3)
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heat transfer coefficient measurements were 20×30×5mm3.
Fig. 1 shows typical SEM photographs of one of the porous copper

samples at different magnifications. The majority of the pores are
nearly spherical and have a size range of 425–710 μm, which replicate
the particles of the K2CO3 powder used. The pores are interconnected
by relatively large windows and small voids between the copper par-
ticles, allowing fluids, such as water, to flow through the sample.

2.2. Experimental setup

A purpose-built system was used for the heat transfer coefficient and
pressure drop measurements. The experimental apparatus consisted of a
test section and various supporting systems, as shown in Fig. 2. The
working fluid used in this study was water. A very fine valve and a
volume flow meter (Fl50001A, Omega Engineering Ltd., UK) were used
to control the flow rate of water passing through the porous Cu sample.
The volume flow rate was calibrated for better accuracy by weighing
the water flowing through the system in a fixed period of time. The
maximum pressure the flow control system could apply was 400 kPa. A
heater control system was used to supply electric power to the heaters
and the heat flux to the test section was varied by adjusting the voltage
input. All the thermocouple and pressure transducer signals were re-
corded by a data logging system.

The porous Cu specimen was placed in a rectangular channel with
the same cross-sectional area as the specimen. Five cartridge heaters
were embedded in a heater block made of copper. A pure copper bar
was used to transfer heat from the heater block to the specimen and to
provide a more accurate measurement of the heat flux to the specimen.
The heater block, copper bar and the specimen were clamped together
by an aluminum jig. A thermally conductive grease with a thermal
conductivity of 3.6W/m.K was applied to the heater block/copper bar
and copper bar/specimen interfaces to enhance heat conduction. The
copper bar was wrapped by a thermal insulation material to reduce heat
loss.

The temperature differences through the copper bar and in the
water flow across the specimen were measured by four thermocouples
(PT 100, Omega Engineering Ltd., UK). Two thermocouples were fixed
in two holes drilled in the copper bar, one located near the copper bar/
specimen interface (Tb) and another close to the heater block (Tt). Two
thermocouples (Tin and Tout) were fixed in the wall of the channel to
measure the temperatures of the water flow on either side of the spe-
cimen. The thermocouple tips were flush with the internal wall surface
to minimize disturbance to the flow.

Pressure drop across the specimen was measured by two pressure
transducers across two pressure ports located 30mm away on either
side of the specimen. Three sets of pressure transducers (DP15,
Validyne Engineering, USA) with different ranges (3.5 kPa, 22 kPa and
140 kPa) were used according to the pressure drop magnitudes.

2.3. Measurement and calculation procedures

In each experiment, the specimen was first placed in the flow
channel, which was then sealed by the heater assembly using eight
bolts. Pressure drop and heat transfer coefficient were measured sepa-
rately due to different flow rate steps and different times to reach steady
state. Before each measurement, a high water flow rate (e.g., 1500ml/
min) was applied through the specimen for 5 min to flush out any air
bubbles inside the specimen.

In pressure drop measurement, the flow rate was varied from low to
high in steps of 50 and 200ml/min in the flow rate ranges of 50–1000
and 1000–3000ml/min, respectively. For each flow rate, 60 s was al-
lowed for the flow to reach a steady state before recording the pressure
data. The pressure recording lasted about 60 s at a sampling rate of
100 Hz and the mean value was used.

The heat transfer coefficient measurement was conducted im-
mediately after the pressure drop measurement. The flow rate was
varied from low to high in steps of 10, 30 and 120ml/min in the flow
rate ranges of 10 – 100, 100 – 300 and 300 – 3000ml/min, respectively.
Smaller steps were used because heat transfer coefficient was very
sensitive to flow rate, especially at low flow rates. For each flow rate,
the four temperatures (Tb, Tt, Tin and Tout) were recorded when a steady
state (temperature fluctuates < 0.1 °C) was reached after 45 – 60 min.

The heat flux supplied to the specimen was considered to be equal to
the heat flux through the copper bar by thermal conduction, if the heat
loss from the copper bar is ignored, and was calculated by:

=J k A T T
d

( )
Cu

t b
(5)

where kCu is the thermal conductivity of pure copper, A is the cross-
sectional area of the copper bar, Tt and Tb are temperatures of the top
and bottom locations, and d is the distance between Tt and Tb
(110mm).

The overall heat transfer coefficient of the cooling system, com-
prising the porous copper and the fluid flow, was determined by

=h J
A T T( )b in (6)

where Tin is the water temperature in the inlet region.
The accuracies of the thermocouples, calliper and balance used to

measure temperature, dimension and mass were 0.01 °C, 0.01mm and
0.01 g, respectively. The resultant uncertainties of heat transfer coeffi-
cient and pressure drop were estimated to be 0.6% and 0.25%, re-
spectively, according to uncertainty analysis (Moffat, 1988).

Fig. 1. SEM micrographs of an LCS porous copper sample showing representative features.
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3. Results and discussion

3.1. Flow behavior

3.1.1. Pressure drop
The relationship between the length-normalised pressure drop (ΔP/

L) and the pore size based Re for porous Cu samples with different
porosities are shown in Fig. 3. The pore size based Re was defined as:

=Re VD
µ (7)

where ρ is the density of water, μ is the dynamic viscosity of water, D is
average pore size of the porous Cu samples (567.5 μm) and V is Darcian
velocity, which is the volume flow rate of water divided by the cross-
sectional area of the specimen. Fig. 3 shows that the relationship be-
tween ΔP/L and Re is initially linear at low Re and becomes nonlinear at
high Re. From the ΔP/L - Re plots, however, it is difficult to identify the
transition from the linear range to the nonlinear range.

3.1.2. Flow regimes
The extended Darcy–Forchheimer equation (Eq. (2)) can be ex-

pressed in terms of the relationship between reduced pressure drop
(ΔP/LV) and Re and rewritten as follows:

= +P
LV

µ
K

µC
D

Re (8)

Flow regime identification can be made by observing the change in
the slope of the ΔP/LV - Re plot, or the value of C. The four flow re-
gimes, pre-Darcy, Darcy, Forchheimer and turbulent, correspond to C
< 0, C=0, C > 0 (higher magnitude) and C > 0 (lower magnitude).

Fig. 4 plots ΔP/LV against Re for the porous Cu samples with dif-
ferent porosities. Five different flow regimes can be identified: (i) pre-
Darcy, (ii) transition to Darcy, (iii) Darcy, (iv) transition to non-Darcy
and (v) non-Darcy. The flow behavior is similar to that reported in a
previous study (Lu et al., 2018) on porous glass samples with similar
porous structure as the LCS porous Cu samples. However, there are
several differences between the porous Cu and the porous glass samples
in terms of flow regimes. The flow in the porous glass samples showed
four well-defined flow regimes: pre-Darcy, Darcy, Forchheimer and
turbulent (Lu et al., 2018). The slope difference between the For-
chheimer regime and the turbulent regime in the porous Cu samples is
quite small. Therefore, these two flow regimes are combined and de-
signated as non-Darcy regime in the current analysis. Fig. 4 shows that

there are extended transitions from pre-Darcy to Darcy and from Darcy
to non-Darcy in the porous Cu samples. These transition regimes have a
slope clearly different from the neighbouring regimes. They are also
much wider than the transition regimes observed in the porous glass
samples (Lu et al., 2018). In addition, the Darcy regime in the porous
Cu samples occurs at a much lower Re and spans a much wider Re range
than in the porous glass samples.

A pre-Darcy regime is observed in all porous Cu samples at low Re
(< 10). In the pre-Darcy regime, fluid velocity increases more rapidly
than the increase in pressure gradient. Very limited information is
available in the literature to explain this deviation from the Darcy
linearity. One mechanism proposed by Polubarinova–Koch
(Polubarinova-Koch, 2015) to explain the pre-Darcy regime is that
water has a polar molecule which tends to orient itself in an electro-
static field. Static water molecules can become oriented around pore
surface, forming a quasi-crystalline structure that effectively narrows
the pores. As an increasing pressure gradient is applied to the water in
the porous medium, the weak inter-molecular bonds are progressively
overcome. In effect, the water flow channels in the porous medium are
widened. The permeability of the porous medium therefore increases
with water velocity until the quasi-crystalline water structure is all
broken down and Darcy linearity is reached. Some researchers (Fand

Fig. 2. Schematic of experimental setup for pressure drop and heat transfer measurements.

Fig. 3. Relationship between the length-normalised pressure drop and pore size
based Reynolds number for porous Cu samples with different porosities.
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et al., 1987; Swartzendruber, 1962) attributed the existence of the pre-
Darcy regime to non-Newtonian behavior of fluids.

A Darcy regime is evident in all porous Cu samples. Darcy regime is
also called creeping flow regime as the flow is dominated by viscous
forces. A purely viscous Darcy regime is identified by a horizontal line
in Fig. 4, i.e., a constant ΔP/LV value, which signifies a zero value of the
second term on the right hand side of Eq. (8) and the applicability of the
Darcy equation (Eq. (1)). It is observed that increasing porosity leads to
a later onset of Darcy regime and a wider Darcy regime.

The non-Darcy flow regime in the porous Cu samples includes the
Forchheimer and turbulent regimes, which are not clearly distinguish-
able. As the fluid velocity increases beyond the Darcy regime, deviation
from the Darcian relationship occurs. In the early stage of the

Forchheimer regime, the flow within this type of porous media remains
steady and laminar (Lu et al., 2018). However, kinetic energy de-
gradation begins due to pore constrictions and changes in the flow di-
rection around the solid phase. As a consequence, both viscous and
inertial drags contribute to the flow energy consumption. According to
the study of Dybbs and Edwards (Dybbs and Edwards, 1984), in For-
chheimer flow regime, the boundary layer begins to develop and be-
comes more pronounced as the flow rate increases, resulting in the
formation of an “inertial core”. The non-linear relationship between
pressure drop and flow rate results from these core flows outside the
boundary layer. The interactions between the inertial and viscous ef-
fects lead to the deformation of the streamlines, thereby creating the
non-Darcy flow regime. As the velocity increases further to a higher

Fig. 4. Reduced pressure drop versus Reynolds number for porous Cu samples with different porosities: (a) 0.64, (b) 0.66, (c) 0.71, (d) 0.75 and (e) 0.78. Different
flow regimes are distinguished by different symbols.
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value, the inertial effect becomes more dominant and the flow enters
into the turbulent regime.

3.1.3. Effect of porosity
It is observed in Fig. 3 that the pressure drop in the porous Cu

samples depends strongly on the porosity of the samples. The pressure
drop across the sample decreases with increasing porosity due to the
lower fraction of solid matrix impeding the fluid flow and the lower
tortuosity (Diao et al., 2017).

Fig. 5 shows the permeability (K) and form drag coefficient (C) as a
function of porosity of the porous Cu samples. The permeability for the
Darcy regime was obtained by fitting the experimental data within the
Darcy regime to the Darcy equation (Eq. (1)), while the permeability
and from drag coefficient for the non-Darcy regime were obtained by
fitting the experimental data within the non-Darcy regime to the ex-
tended Darcy–Forchheimer equation (Eq. (2)). Fig. 5 shows that in-
creasing porosity leads to dramatic increase in permeability and dra-
matic decrease in form drag coefficient. For the porous Cu sample, the
permeability in the Darcy regime is approximately one third lower than
the permeability in the non-Darcy regime.

Fig. 6 plots the critical Re for the onset of each flow regime as a
function of porosity of the porous Cu samples. The onset Re values for
the transition to Darcy, Darcy, transition to non-Darcy and non-Darcy
regimes are designated as ReTD, ReD, ReTN and ReND, respectively. The
ranges of Re for the five flow regimes are therefore: pre-Darcy (Re <
ReTD), transition to Darcy (ReTD < Re < ReD), Darcy (ReD < Re <
ReTN), transition to non-Darcy (ReTN < Re < ReND) and non-Darcy (Re
> ReND). Fig. 6 shows that the porosity of the porous copper sample has
a significant effect on the onset and range of the flow regimes. The
onset Re for each regime increases nearly linearly with porosity. For
example, non-Darcy flow starts at ReND= 65 in the sample with a
porosity of 0.64 and is delayed at a higher onset value of ReND= 150 in
the sample with a porosity of 0.78. The Re range for each regime also
becomes wider with increasing porosity, especially markedly for the
Darcy regime. The higher permeability and lower form drag coefficient
for high porosity samples are likely the cause of the increased critical Re
values, or the delayed transitions.

Table 1 compares the flow regime bounds of the porous Cu samples
with several porous media reported in the literature. Critical Reynolds
number values are not always available for all the regime bounds in the
literature. For example, Otaru et al. (2019) provided the bounds be-
tween Darcy, Forchheimer and turbulent regimes, while Boomsma and
Poulikakos (2002) provided the bounds between pre-Darcy, Darcy and
Forchheimer regimes. Since the experimental data on the flow regime
bounds for porous metals is relatively limited, experimental data for
packed sphere beds are also included for comparison. Table 1 shows

that the flow regime bounds differ significantly among these porous
media. However, a general trend can be observed that the onset Re for
each flow regime increases with porosity, even though the porous
media have different pore morphologies and different characteristic
lengths were used in defining Re.

3.1.4. Friction factor
The extended Darcy–Forchheimer equation (Eq. (2) or Eq. (8)) can

be written in another form as

= +f D K
Re

CD/2

(9)

where =f ·P
L

D
V2 is defined as friction factor. The dimensionless friction

factor is therefore expected to be a function of the pore size based Re, as
well as the pore size, permeability and form drag coefficient of the
porous Cu sample.

Fig. 7 shows the f-Re plots for five porous Cu samples with different
porosities, totalling 208 experimental data points. As expected, a higher
porosity results in a lower friction factor for any given Re. It is shown
that the f values calculated from Eq. (9) using the permeability values in
the Darcy regime (C=0) fit the experimental data not only well in the
Darcy regime but also reasonably well in the transition regimes before
and after the Darcy regime. The deviations from the linearity are ob-
served at very low Re values (< 5) characterized by the pre-Darcy re-
gime and high Re values (> 40 ∼ 150, depending on porosity)

Fig. 5. Relationships of (a) permeability (K) and (b) from drag coefficient (C) with porosity in porous copper samples.

Fig. 6. Relationship between critical Reynolds numbers and porosity of the
porous Cu samples.
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characterized by the non-Darcy regime. In the non-Darcy regime, the
friction factor levels off with increasing Re, because the friction factor
rarely depends on Re for fully developed turbulence. This insensitivity
to Re can also be understood from Eq. (9). The first term on the right
hand side of Eq. (9) becomes negligible when Re becomes large, re-
sulting in a constant friction factor.

3.2. Heat transfer performance

3.2.1. Heat transfer coefficient
The convective heat transfer coefficient as a function of Re for the

porous Cu samples is shown in Fig. 8. As expected, the convective heat
transfer coefficient increases with increasing Re, which is proportional
to the Darcian velocity or water flow rate in the present study. How-
ever, the gradient of the curves decreases gradually with increasing Re.
Fig. 8 also shows that porosity has a strong effect on heat transfer
performance.

3.2.2. Nusselt number in different flow regimes
Fig. 9 plots Nu as a function of Re for all porous Cu samples with

different porosities. Nu was calculated from the convective heat transfer
coefficient as follows:

=Nu hL
kf (10)

where h is the convective heat transfer coefficient, L is the length of the
heated section of the porous copper in the mean flow direction and kf is
the thermal conductivity of fluid, i.e. water in the present study.

Fig. 9 shows that each plot can be divided into three sections, with
each section fitting well with Eq. (4). The slope of the fitted lines, i.e.
the exponent n (Table 2), decreases from the first section (low Re) to the
second section (medium Re) and further to the third section (high Re),
except the sample with a porosity of 0.64, in which n increases from the
first section to the second section. Although the three sections for each
plot have different relations, the value of the exponent n for each sec-
tion tends to be a constant for all porous Cu samples except the one with
a porosity of 0.64. In other words, n is largely independent of porosity,
except at the relatively low porosity of 0.64.

The value of n depends not only on the flow state (flow regime) but
also on the porous structure. In packed beds, the reported values of n
were 0.6 (Wakao et al., 1979) and 1.35 (Re < 100) and 1.04 (Re >
100) (Hwang and Chao, 1994), depending on the particle sizes used. In
sintered fibrous media, the value was found to be 1 (Hunt and
Tien, 1988). In high porosity metal foams, the value was 0.5
(Calmidi and Mahajan, 2000). In comparison, the LCS porous Cu has n
values ranging from 0.29 to 0.85, depending mainly on flow regime.

3.2.3. Effect of porosity
Fig. 10 shows the variations of heat transfer coefficient with por-

osity at various Re values, or flow rates. The effect of porosity on heat

Table 1
Reynolds number ranges of flow regimes in various porous media.

Porous medium Porosity Pre-Darcy Darcy Forchheimer Turbulent

Packed beda 0.35 – < 2.3 5.0 - 80 > 120

3mm spheresb 0.40 < 0.3 0.3 - 0.7 1.6 - 10 > 13
6mm spheresb 0.40 < 0.6 0.6 - 0.7 1.6 - 10 > 25
LCS porous Cu 0.64 < 4.0 10 – 30 > 65 –

(< 0.08) (0.20 –
0.59)

(>1.30)

0.66 < 5.0 15 – 35 > 90 –
(< 0.10) (0.33 –

0.75)
(> 1.98)

0.71 < 5.5 23 – 65 > 115 –
(< 0.15) (0.64 –

1.75)
(> 3.12)

0.75 < 5.0 24 – 80 > 121 –
(< 0.16) (0.77 –

2.56)
(> 3.87)

0.78 < 5.5 23 – 85 > 147 –
(< 0.19) (0.80 –

2.90)
(> 5.10)

Al foam 1.21
mmc

0.72 – – < 48 > 173

Al foam 2.75
mmc

0.75 – – < 100 > 500

Al foam 2.25
mmc

0.78 – – < 97 > 663

Al foam 450 μmd 0.88 – < 121 121 - 365 > 578
Al foam 10 PPIe 0.92 – < 725 > 725 –
Al foam 20 PPIe 0.92 – < 412 > 412 –
Al foam 40 PPIe 0.93 – < 177 > 177 –

Notes.
a (Fand et al., 1987).
b (Kececioglu and Jiang, 1994).
c (Otaru et al., 2019).
d (Oun and Kennedy, 2015).
e (Boomsma and Poulikakos, 2002). The values of permeability based Rey-

nolds number ( V K µ/ ) are shown in brackets.

Fig. 7. Friction factor –Reynolds number plots for porous Cu samples with
different porosities. The theoretical lines represent the values calculated from
Eq. (9) using the permeability values in the Darcy regime (C=0).

Fig. 8. Convective heat transfer coefficient versus Reynolds number for porous
Cu samples with various porosities. The inset magnifies the plots in the low
Reynolds number part.
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transfer coefficient is dependent on the flow rate. At low flow rates (Re
< 10), all samples have a similar heat transfer coefficient except the
sample with a porosity of 0.64, which has a lower heat transfer coef-
ficient (see the inset in Fig. 8). At high flow rates (Re > 30), the heat
transfer coefficient first increases with increasing porosity from 0.64 to
0.66 and then decreases with increasing porosity further.

Fig. 11 shows the variations of the correlation parameter CT with
porosity for the first, second and third sections identified in Fig. 9. The
trend is similar to that displayed in Fig. 10. At low flow rates (Re< 10,

Fig. 9. Nusselt number as a function of Reynolds number for porous Cu samples with different porosities: (a) 0.64, (b) 0.66, (c) 0.71, (d) 0.75 and (e) 0.78. The data
can be correlated by Eq. (4) in three sections.

Table 2
Exponent n values for different sections of Nu – Re plots.

Porosity First section
(low Re)

Second section
(medium Re)

Third section
(high Re)

0.64 0.625 0.848 0.430
0.66, 0.71, 0.75 and

0.78
0.625 0.445 0.291
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first section), all samples have a similar CT value except the 0.64 por-
osity sample. At high flow rates (Re > 30, second and third sections),
CT first increases with increasing porosity from 0.64 to 0.66 and then
decreases with increasing porosity further.

The effect of porosity on heat transfer coefficient or Nu can be un-
derstood by considering heat conduction through the solid matrix and
heat convection in the fluid flow. Either conduction or convection can
be the main factor limiting the overall heat transfer. Conduction is
largely determined by porosity, with the thermal conductivity ap-
proximately proportional to (1 )2 according to (Ashby et al., 2000;
Thewsey and Zhao, 2008). Convection is not only dependent on por-
osity, e.g., related to /(1 ) in packed beds (Walker and
Glover, 2010), but also affected by flow rate. The heat transfer per-
formance depends on the coupled effect of porosity and flow rate.

At very low flow rates (Re< 10), the convective heat transfer at the
solid-fluid interface would be the limiting factor. Increasing porosity
can increase convection through the fluid, because of the increased
amount of fluid, and therefore can increase overall heat transfer in the
porous media. However, the heat transfer from the near wall layer to
the center core within the fluid flow is mainly through conduction
because of no wakes or vortices to help transfer heat. Therefore, in-
creasing porosity beyond a certain level has no major influence on the
convective heat transfer.

At high flow rates (Re > 10), either conduction in the solid matrix
or convection in the fluid flow can be the limiting factor. The samples
with a low porosity have a superior thermal conductivity due to the
high proportion of solid matrix (Thewsey and Zhao, 2008). However,
they have low internal surface area and low fluid permeability
(Diao et al., 2015), which reduce the convective heat transfer from the
solid to the coolant. The overall heat transfer coefficient or Nu is limited
by the convection contribution and can be low. Conversely, although
the samples with a high porosity have good convective heat transfer
from the solid to the coolant and by the moving coolant, they have poor
thermal conductivity, which limits the overall heat transfer. As thermal
conductivity decreases exponentially with porosity, the overall heat
transfer coefficient or Nu decreases rapidly with porosity.

Figs. 10 and 11 suggest that the optimum porosity to give the best
heat transfer performance is 0.66 in the current research. At this critical
porosity, heat conduction through the solid matrix matches heat con-
vection in the fluid flow, resulting in the best overall heat transfer
performance.

3.2.4. Critical Reynolds numbers
Fig. 12 shows the values of the critical Re for the flow regimes and

for the three sections of the Nu-Re curve identified in Fig. 9, as a
function of porosity. The critical Re values corresponding to the tran-
sitions from the first section to the second section and from the second
to the third are designated as Re1-2 and Re2-3, respectively. It is shown
that Re1-2 falls within the transition-to-Darcy regime (ReTD - ReD), while
Re2-3 falls within the transition-to-non-Darcy regime (ReTN - ReND). It
can be concluded that the fluid flow behavior plays an important role in
determining the heat transfer performance of the porous Cu samples.
The three sections of the Nu-Re curves broadly correspond to the pre-
Darcy, Darcy and non-Darcy regimes.

4. Conclusions

1) Five flow regimes, namely pre-Darcy, transition to Darcy, Darcy,
transition to non-Darcy and non-Darcy, have been identified from
the P LV Re/ plots. The Re values for the flow regime boundaries
increased nearly linearly with porosity.

2) The permeability increased and form drag coefficient decreased
with increasing porosity of the porous Cu samples. The friction
factor decreased dramatically with flow rate.

3) The heat transfer coefficient of the porous Cu samples depended
strongly on the flow rate. The Nu-Re curves had three sections, with

Fig. 10. Convective heat transfer coefficient versus porosity at various
Reynolds numbers.

Fig. 11. Correlation parameter CT versus porosity for first, second and third
sections.

Fig. 12. Critical Reynolds numbers for flow regimes (ReTD, ReD, ReTN and ReND)
and for Nu-Re sections (Re1-2 and Re2-3) as a function of porosity. The patterned
areas show the transition flow regimes.
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each followed the correlation =Nu C ReT
n with different CT and n

values. The value of n was largely independent of porosity, except at
the relatively low porosity of 0.64.

4) The flow regimes had a strong effect on the heat transfer perfor-
mance. The three sections of the Nu-Re curves broadly corresponded
to the pre-Darcy, Darcy and non-Darcy regimes.
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